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Sub-18R Sub-15P Sub-12P Sub-18F Sub-15F Sub-12F Sub-18AMODEL

System Type Subwoofer for
Biamplication

Subwoofer for
Biamplication

Subwoofer for
Biamplication outputsatellite filtered outputsatellite filtered outputsatellite filtered

Active
Subwoofer

30Hz - 300Hz 40Hz - 300Hz 45Hz - 300Hz 35Hz -125Hz 40Hz - 125Hz 45Hz - 125Hz 30Hz - 100Hz
Internal active filter

99dB SPL 97dB SPL 97dB SPL96dB SPL 96dB SPL98dB SPL 98dB SPL

127dB
133dB

123dB
129dB

123dB
129dB

121dB
127dB

121dB
127dB

126dB
132dB

125dB
131dB

8 Ohms8 Ohms8 Ohms8 Ohms8 Ohms 8 Ohms 8 Ohms

700W 400W 300W 600W 400W 300W 500W Internal
power amplifier

Recommended
100Hz

Recommended
100Hz

Recommended
100Hz

Passive Included
125Hz

Passive Included
125Hz

Passive Included
125Hz

Active Included
100Hz

18G ( voice coil)4” 15P (3 voice coil)” 12P (3 voice coil)” 18H ( voice coil)4” 15P (3 voice coil)” 12P (3 voice coil)” 18H (4 voice coil)”

64x55x53 cm
25.5x22x21 “

53x47x46 cm
20.9x18.5x18.2 “

43x43x44 cm
17x17x17.4 “

43x43x44 cm
17x17x17.4 “

53x47x46 cm
20.9x18.5x18.2 “

64x55x53 cm
25.5x22x21 “

64x55x53 cm
25.5x22x21 “

Frequency
Range (-10dB)

Sensitivity
(1W/1m)

Continuos SPL
Rated Peak SPL

Nominal
Impedance

RMS Power
Handling

Crossover

LF
Driver

Dimensions
(HxWxD)

Passive subwoofer Passive subwoofer Passive subwoofer

ooSubwoofers

Sub-12P / Sub-12F Sub-15P / Sub-15F Sub-18R / Sub-18F/Sub-18A
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